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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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NATIONAL FOREWORD 



This Indian Standard, which Is identical with ISO Pub 7813/1987 Identification cards — Financial 
transaction cards', issued by the International Organization for Standardization was adopted by the 
Bureau of Indian Standards on the recommendation of the Computer Peripherals and Media 
Sectional Committee (LTD 37) and approval of the Electronics and Telecommunication Division 
CounclL 

The text of the ISO standard has been approved as suitable for publication as Indian Standard 
without deviations. Certain conventions are, however, not identical to those used in Indian Standards; 
attention is particularly drawn to the following: 

a) Wherever the words International Standard' appear referring to this standard, they should 
be read as 'Indian Standard'. 

b) Comma (,) has t>een used as a decimal marker while in Indian Standards, the current practice 
is to use a point (.) as the decimal marker. 

c) For the purpose of this Indian Standard, metric dimensions are applicable. 

CROSS REFERENCES 

In this Indian Standard, the following International Standards are referred to. Read in their respective 
places the following : 



international 
Standard 

ISO 7810 : 1985 Identification cards 

— Physical characteristics 
ISO 7811-1 : 1985 Identification cards 

— Recording technique — Part 1 : 
Embossing 

ISO 781 1-2:1 983 Identification cards 

— Recording technique — Part 2 : 
Magnetic stripe 

ISO 781 1-3:1 985 Identification cards 

— Recording technique — Part 3 : 
Location of embossed characters 
on ID-1 cards 

ISO 781 1 -4 : 1 985 Identification cards 

— Recording technique — Part 4 : 
Location of read-only magnetic 
tracks — Tracks 1 and 2 

ISO 781 1 -5 : 1 985 identification cards 

— Recording technk^ue — Part 5 : 
Location of read-write magnetic 
tracks — Track 3 

ISO 7812 : 1987 Identification cards 

— Numbering system and 
registration procedure for issuer 
identifiers . identifiers 

The Computer Peripherals and Media Sectional Committee has reviewed the provisions of following 
ISO Standards and has decided that these are acceptable for use in conjunction with this standard: 

ISO 554 : 1 976 Standard atmospheres for conditioning and/or testing — Specifications 

ISO 31 66 Codes for the representation of names of countries 

ISO 4217 : 1987 Codes for the representation of currencies and funds 

ISO 4909 Bank cards — Magnetic stripe data content for track 3 



Corresponding Indian 
Standard 

IS 14172 : 1994 Identification xards 

— Physical characteristics 

IS 14147 (Part 1) : 1994 Identification 
cards — Recording technique : 
Part 1 Embossing 

IS 14147 (Part 2) : 1994 Identification 
cards — Recording technique : 
Part 2 Magnetic stripe > 

IS 14147 (Part 3) : 1994 identification 
cards — Recording technique ; 
Part 3 Location of embossed char- 
acters on ID-1 cards 

IS 14147 (Part 4) : 1 994 Identification 
cards — Recording technique : 
Part 4 Vacation of read-only mag- 
netic tracks — Tracks 1 and 2 

IS 1 41 47 (Part 5) : 1 994 Identification 
cards — Recording technique : 
Part 5 Location of read-write mag- 
netic tracks — Track 3 

IS 14173 : 1994 Identification cards 

— Numbering system and 
registration procedure for issuer 



Degree of 
Equivalence 

Identical 



Identical 



Identical 



Identical 



Identical 



Identical 



Identical 
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Indian Standard 

IDENTIFICATION CARDS — FINANCIAL 
TRANSACTION CARDS 



Introduction 

This International Standard is one of a series of standards 
describing the parameters for identification cards as defined in 
clause 3 below and the use of such cards for international inter- 
change. 



1 Scope and field of application 

This International Standard specifies directly or by reference the 
requirements for cards used in financial transactions. It takes 
into consideration both human and machine aspects and states 
minimum requirements for conformity. It contains physical 
characteristics, layout, recording techniques, numbering 
system, registration procedures, but not security requirements. 



3 Definitions 

For the purpose of this International Standard, the definition of 
"identification card" given in ISO 7810 and the following defi- 
nition apply. 

financial transaction card : A card used to identify the card 
issuer and the card holder to facilitate the financial transaction 
and to provide input data for such a transaction. 



4 Physical characteristics 



4.1 The physical characteristics of financial transaction cards 
shall conform to ISO 7810. 



2 References 

ISO 554, Standard atmospheres for conditioning and /or 
testing — Specifications. 

ISO 3166, Codes for the representation of names of countries. 

ISO 4217, Codes for the representation of currencies and 
funds. 

ISO 4909, Bank cards — IS^agnetic stripe data content for 
track 3. 

ISO 7810, identification cards — Physical characteristics. 

ISO 7811, Identification cards — Recording technique — 

Part 1: Embossing. 

Part 2: Magnetic stripe. 

Part 3: Location of embossed characters on ID-f cards. 

f^rt4: Location of read-only magnetic tracks — Tracks 1 
and 2. 

Part 5: Location of read-vsfrite magnetic track — Track 3. 

ISO 7812, Identification cards — Numbering system and 
registration procedure for Issuer Identifiers. 



4.2 Flammability : A method of test for this requirement is 
under study and will be included in this International Standard 
when agreement is reached on it. 



5 Dimensions (see the figure) 

5.1 Unembossed cards 

The nominal dimensions shall conform to those specified for 
card type ID-1 in ISO 7810. The following dimensions and 
tolerances apply to cards under the standard test atmosphere 
of 20 °C (68 °F) and 65 % relative humidity (see ISO 554). 



5.1.1 Card height and width 

All points on the edges of the card in the finished state, except 
for the rounded corners, shall fall between two concer :ric, 
similarly aligned, rectangles which are dimensioned as follows : 

— outer rectangle : width 85,72 mm (3.375 in) 

height 54,03 mm (2.127 in) 

— inner rectangle: width 85,47 mm 13.365 in) 

height 53,92 mm (2.123 in) 
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Dimensions in millimetres 
(Inch dimensions in parentheses) 




Figure — Card dimensions 



5.1.2 Card thickness 

The thickness of the card shall be 0,76 ± 0,08 mm 
{0.030 ± 0.003 In). 



6.1 Embossing area 

The embossing area shall be located on the front of the card as 
specified in ISO 7811-3. 



5.1.3 Corners 

The corners shall be rounded with a radius of 3,18 mm 
(0.125 in). Care should be taken to avoid misalignments be- 
tween the rounded corners and the straight edges of the card. 



6.2 Magnetic stripe area 

The magnetic stripe area shall be located on the back of the 
card adjacent to the top edge as specified in ISO 7811-4 and 
ISO 7811-5. 



5.1.4 Card edges 

Edge burrs normal to the card face shall not exceed 0,08 mm 
(0.003 in) above the card surface. 

5.2 Embossed cards 

The specification of dimensions of cards after they have been 
embossed is at present under study and wilt be included in this 
International Standard when agreement has been reached 
on it. 



7 Embossing 

Embossing shall be as specified in ISO 78111 and ISO 7811 3. 

8 Magnetic stripe 

The magnetic stripe shall conform to ISO 7811-2, ISO 7811-4 
and ISO 781 V5. 



6 Layout 

The following areas are defined for various media to be selected 
for the application concerned. One or more areas may be used 
but may not be relocated. 



9 Information contents, formats 

Track 1 and/or track 2 may be used with the following 
structures. 
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9,1 Track 1 structure 

9.1.1 Structure A 

Reserved for proprietary use of card issuer. 



.2 Structure B 




SIX Start sentinel 


position 0/5 


FC Format code 


B (position 2/2) 


PAN Identification number 


up to 19 digits 


FS Separator 


position 3/14 


CC Country code 




(see 9.1.2,2) 


3 digits 


NM Name (see 9.1.2.3) 


2 to 26 characters. 


surname 




surname separator 


/(0/15) 


first name or initial 




space (when required) 




(see 9.1.2.4) 


0/0 


middle name or initial 




period (when followed by 




title) 


(0/14) 


title (when used) 




FS Separator 


position 3/14 


ED Expiration date 




{see 9.1.2.5) 


4 digits or position 3/14 


ID Interchange designator 




(see 9.1.2.6) 


1 digit ^ 


SC Service code 


> or position 3/14 


(see 9.1.2.7) 


2 digits J 


DD Discretionary data 


balance of characters 


ETX End sentinel 


position 1/15 


LRC Longitudinal redundancy 




check 


1 character 



Maximum record length 79 characters 



9.1.2.6 Interchange designator: A code assigned by the ISO 
technical body responsible for this International Standard ; cur- 
rently agreed assignments being 



9 - 



available for international interchange 

available for interchange only in country of issue 

not available for general interchange (although specific 

bilateral agreements between issuers may override this 

restriction) 

system test card 



9.1.2.1 Character positions shal! 
ISO 7811-2. 



be as described in 



9.1.2.7 Service code: Service codes are assigned in the 
following blocks: 

00 to 49 codes assigned by and published by the ISO 

technical body responsible for this International 
Standard 

50 to 59 codes assigned by and published by national stan- 
dards bodies 

60 to 99 codes available for private assignments 

Where the interchange designator is 1, only service codes 00 to 
49 may be assigned. Where the interchange designator is 5 
or 1, all codes are available. 

Codes currently assigned are 

01 no restrictions 

02 no ATM service 

03 ATM service only 

10 no cash advance 

11 no cash advance nor ATM service 

20 positive authorization: all transactions shall be 

authorized by the issuer or his agent 
41 integrated circuit present: no restrictions 
43 integrated circuit present: ATM service only 

NOTE — The introduction of fields signifying interchange designator 
and service code is a change to ISO 3554 which this International Stan- 
dard replaces. Certain fornnat B cards (notably in Mils 1 and 2) issued 
under ISO 3554 may not contain these fields. 



9.1.2.2 When the primary account number commences with 
the major industry identifier "5" followed by the digit "%" , 
the encoding of the numeric country code (as specified in 
ISO 3166) in this positionis mandatory. In all other situations, 
the name shall immediately follow the separator which ter- 
minates the primary account number. 

9.1.2.3 Name: Minimum encoded data shall be a single alpha 
character {as surname) and the surname separator. 

9.1.2.4 Space: The space character is required to separate 
the logical elements of the name field other than the surname. 
The separator terminating the name field should be encoded 
following the last logical element of the name field. If only the 
surname is encoded, it will follow the surname separator. 

9.1.2.5 Expiration date: Format YYMM. 



9.2 Track 2 structure — Standard structure 



STX 


Start sentinel 


BCD 11 


PAN 


Identification number 


up to 19 digits 


FS 


Separator 


BCD 13 


CC 


Country code 






(see 9.2.1) 


3 digits 


ED 


Expiration date 






isee9.2.2) 


4 digits or BCD 13 


ID 


Interchange designator 




SC 


(see 9.2.3) 

Service code (see 9.2.4) 


2SJ«'BC0,3 


DD 


Discretionary data 


balance of available 
digits 


ETX 


End sentinel 


BCD 15 


LRC 


Longitudinal redundancy 






check 


1 digit 




Maximum record length 


40 digits 
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9.2.1 When the primary account number commences with 
the major industry identifier "5" followed by the digit "9", 
the encoding of the numeric country code (as specified in 
ISO 3166) in this position is mandatory. In alt other situations, 
the name shall immediately follow the separator which ter- 
minates the primary account number. 



9.2.2 Expiration date: Format YYMM. 



9.2.3 Interchange designator: A code assigned by the ISO 
technical body responsible for this International Standard ; cur- 
rently agreed assignments being 

1 =: available for international interchange 

5 = available for interchange only in country of issue 

7 = not available for general interchange (although specific 

bilateral agreements between issuers may override 

this restriction) 
9 = system test card 



9.2.4 Service code: Service codes are assigned in the follow- 
ing blocks : 

00 to 49 codes assigned by and published by the ISO 
technical body responsible for this International 
Standard 



50 to 59 codes assigned by and published by national stan- 
dards bodies 
60 to 99 codes available for private assignments 

Where the interchange designator is 1, only service codes 
00 to 49 may be assigned. Where the interchange designator is 
5 or 7, all codes are available. 

Codes currently assigned are 

01 no restrictions 

02 no ATM service 

03 ATM service only 

10 no cash advance 

1 1 no cash advance or ATM service 

20 positive authorization ; all transactions shall be author- 
ized by the issuer or his agent 
41 integrated circuit present; no restrictions 
43 integrated circuit present ; ATM service only 

9,3 Track 3 structure 

The information content of track 3 is described in ISO 4909. 

10 IMumberinq system 

The numbering system for issuer identifiers is described in 
ISO 7812. 
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